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Fuentes / Fontaines / Drinking Fountains

Departamento de i+D 1997 © Benito urBan

UM511-1

FUente AtlAs / FontAine AtlAs / AtlAs Drinking FoUntAin

ref. a B H H1

uM511/1M - 300 1010 850

uM511/2M - 300 1010 850
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1
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VARIANTES / VARIANTES / ALTERNATIVES

UM511

UM510G

UM511R



BENITO URBAN:
SPAIN: +34 93 852 1000 / +34 91 643 6964 · FRANCE: +33 (0) 4 68 21 09 92 · PORTUGAL: +35 1 308 802 832 · ITALY: +39 0289 877 711 ROMANIA: 
+40 318 110 991 · POLAND: +48 22 397 15 08 · CHINA: +86 10 63705530 · ARGENTINA: +54 11 5984 4113 · CHILE: +56 2 938 2035 MEXICO: +52 (55) 
4631 9722 · BRAZIL: +55 11 3957 0340 · PERU: +51 1707 1369 · COLOMBIA: +57 1 381 9442 · USA: +1 (617) 778-2947 · RUSSIA: +7 499 504 28 76 

 BARCELONA - MADRID · SPAIN · info@BENITO.com · www.BENITO.com El
 c

on
te

ni
do

 d
e 

la
 F

ic
ha

 T
éc

ni
ca

 e
s 

in
fo

rm
at

iv
o 

y 
no

 t
ie

ne
 c

ar
ác

te
r 

vi
nc

ul
an

te
 n

i c
on

tr
ac

tu
al

 y
 e

st
á 

pr
ot

eg
id

o 
po

r 
lo

s 
de

re
ch

os
 d

e 
au

to
r 

y 
co

py
rig

ht
. /

  L
e 

co
nt

en
u 

de
 c

et
te

 fi 
ch

e 
te

ch
ni

qu
e 

es
t 

in
di

ca
tif

 e
t 

no
n 

co
nt

ra
ct

ue
l. 

Il 
es

t 
pr

ot
ég

é 
pa

r 
le

 d
ro

it 
d’

au
te

ur
. /

  T
he

 c
on

te
nt

 o
f 

th
is

 d
at

a 
sh

ee
t 

is
 f

or
 y

ou
r 

in
fo

rm
at

io
n 

on
ly

 a
nd

 it
 d

oe
s 

no
t 

re
pr

es
en

t 
an

y 
bi

nd
in

g 
or

 c
on

tr
ac

tu
al

 n
at

ur
e 

of
 a

ny
 k

in
d.

 A
ll 

rig
ht

s 
re

se
rv

ed
.

MOBILIARIO URBANO / MOBILIER URBAIN / SITE FURNISHING 2/2

CARACTERÍSTICAS / CARACTERISTIQUES / CHARACTERISTICS

Material: Cuerpo cuadrado de hierro y pletina fijación-grifo pulsador de acero niquelado (uM510g). reja sumidero de fundición dúctil y 

marco de hierro (uM511r).

Acabados: Con tratamiento Ferrus, proceso protector del hierro que garantiza una óptima resistencia a la corrosión con resultados supe-

riores a 300 horas de niebla salina. acabado imprimación epoxi y pintura poliéster en polvo color gris martelé.

Matériel: Corps de la fontaine en acier, embase et grille en fonte ductile avec cadre en acier (uM511r).supports des robinets en acier 

nickelé (uM510g).

Finition: Ferrus, traitement anticorrosion en 3 couches : résistance aux brouillards salins supérieure à 300 heures. Primaire époxy + ther-

molaquage polyester gris martelé.

Material: square metal body and stainless steel push button valve with a nickel coated steel tap support. Ductile iron drain grate and 

metal frame (uM511r).

Finishing: treated with Ferrus which guarantees a high resistance to the rust conforming to the spray salt fog test. epoxi primer coating 

and grey martele powder coating finish.


